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F431 
 

MOULD REMOVER 
 

CHARACTERISTICS: APPLICATION: COMPOSITION: 
 

FLEETWOOD Mould Remover is a 

new type of biodegradable surface 

disinfectant for treatment of mould 

and mildew. 

 
 

 

Turn nozzle to spray position. Spray on 

to surface, leave for a few seconds 

then wipe using clean cloth or white 

paper towels. Brush treated area to 

remove all dead matter before 

application of Fleetwood Mould 

Remover. Always check for and 

correct sources of dampness 

 

 
Active:      Benzalkonium Chloride  
 
Surfactant:  Sodium Ethylhexyl Sulfate 
 
Wetting agent:   Benzenesulfonic acid. 
 

RECOMMENDED USE: 
 

FLEETWOOD Mould Remover is 

for the control of mould and mildew 

on hard, non-porous, inanimate 

environmental surfaces.  

 
 

AVAILABILITY: SURFACE PREPARATION: Target Micro-organisms: 
 

0.5 litre 
 

 
 

To get the best results, ensure surfaces to 

be treated are sound, clean relatively dry 

and free from all defective or poorly 

adhering material such as dirt, grease or 

wax.  

 

If there is heavy soiling it is recommended 

that the surface to be treated is washed 

thoroughly with a detergent such as sugar 

soap. Allow the surface to dry completely 

before priming.   

 

If mould or fungi are trapped between 

layers of paint it is advised to remove 

upper layers prior to treatment. 

 

“Fungi”: Aspergillus niger, Aspergillus flavus, 

Aspergillus fumigatus,Aspergillus sydowi, Aspergillus 

versicolor, Aspergillus terreus, Penicillium 

chrysogenum, Penicillium variabile, Penicillium 

funiculosum, PenicilIium pinophilum, Poria placenta, 

Phytophthora infestans, Rhizopus nigricans, 

Trichoderma harzianum,Aureobasidium pullulans, 

Gloeophyllum trabeum, Chaetomium globosum, 

Trichoderma viride, Trichoderma harzianum, 

Trichophyton interdigitale Trichophyton 

mentagrophytes; 
“Fungi” (yeasts): Candida albicans, Candida 

pseudotropicalis, Saccharomyces cerevisiae. 

FINISH: 
 
 

n/a 
COLOUR: 

 

Clear 
 

SPECIFIC GRAVITY: 
 

0.98 +/- 0.1 g/litre 
 

VOLUME SOLIDS: 
 

<1% 
 

SPREADING RATE:  
 

10m2 per litre 
 

 
 

VOC: 
 

1g/litre 
 

FLASH POINT: 
 

Above 77                   0C (closed cup) 
 

PRECAUTIONS: 
 

Wear protective gloves/ eye protection. Wash 
Hands thoroughly after use. Avoid release to the 
environment. IF IN EYES: Rinse cautiously with 
water for several minutes. Remove contact 
lenses, if present and easy to do. Continue 
rinsing. IF ON SKIN: wash with plenty of soap 
and water.IF SWALLOWED: rinse mouth. Do 
NOT induce vomiting. Immediately call a 
POISON CENTER or doctor/ physician. 
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